
 
 
Thank you for buying a Cross kite. Please read this manual carefully

kites as well.
 
Safety pointers

 
  control of your kite and its power at all times.

The wind window and location
-

age shows where the kite will create the most power (straight downwind, also known 
as the “power zone”), and where it will create the least power (on the edge of the 
wind window and the zenith, the highest point the kite can reach). It’s important to 

the wind to swirl and become unstable, resulting in unpredictable kite behaviour.  

Setup
1.  Lay your kite on a flat surface, the bridle facing upward (see figure). Make sure
 the leading edge (top side of the kite, where the vents are) is facing downwind. 

Weigh down the trailing edge (bottom side of the kite) with a few handfulls of sand,
    some small rocks, or a bottle of water.
2. The lines are already attached to the kite. 
    But if necessary, attach the lines to the tow points (the knots where the bridle lines 
    come together). This is done using a lark’s head knot (see image).
3. Roll out the entire length of the lines upwind. Make sure they are parallel, not       
    twisted around each other.
4. If your kite has a kite killer (safety leash), attach it around your wrist.

 
Launch

 
 

 
Flying 
Steering a kite takes some practice. The most important thing to remember, is to keep 
the handles or bar in front of your body at all times. Steering is done by pulling one 
handle or one side of the bar towards your body. This will cause the kite to start turn-
ing in that direction (see image). To stop turning, bring your arm back forward into the 
starting position.

IMPORTANT: When steering a kite, make sure not to stop turning after half a turn 

Especially in hard winds, this can cause severe damage to your kite. If you still need to 
.

Safety
If your kite has at least one safety leash (kitekiller),
you can activate the safety on the kite by letting go of the bar or borh handles.  

Relaunching
The four-line kite can be relaunched if it is upside-down on the ground. Pull both brake lines by tilting the handles. The kite will take off 
backwards. Release one brake line by untilting one handle, and the kite will start spinning. When the kite has made a 180 degree turn and 

Landing
The easiest way for any kite to land, is to steer it gently to the side, as far as it can go. On the edge of the wind window, a helper can grab 
hold of the kite, put it on the ground, and weigh it down. The four-line kite can also be landed using the bottom (brake) lines. By pulling 

lines, to prevent the kite from taking off again.


